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Chapter ATCP 82
MILK HAULERS

ATCP 82.01 Definitions. ATCP 82.10 Collecting milk from dairy farms.
ATCP 82.02 Bulk milk tanker; license; grade A permit. ATCP 82.12 Milk samples for testing.

ATCP 82.04 Bulk milk weigher and sampler; license. ATCP 82.14 Delivering milk to dairy plant.
ATCP 82.06 Bulk milk tankers; construction and maintenance. ATCP 82.16 False samples or records.

ATCP 82.08 Bulk milk tankers; daily cleaning.

Note: See also ch.PCP 60 (Dairy Farms) and chT&P 80 (Dairy Plants) (b) A description of the bulk milk tanker including make, serial
_— . numberand capacity
ATCP 82'01. Definitions.  In this C_hapter. ] (c) The city village or town inwhich the bulk milk tanker is
(1) “Bulk milk tanker” means a mobile bulk container used teustomarilykept.

transportmilk, fluid milk products, whey or whey cream in bulk (d) Any other information which the department reasonably
from a dairy farm, or to or from a dairy plant in this state. “Bul

milk tanker” includes a mobile bulk container which is perm equiresfor identification and licensing of the bulk milk tanker

nently mounted on a motor vehicle or which is designed to be (3) ACTIONONLICENSEAPPLICATION. (&) The department shall
towedby a motor vehicle, and includes atjuipment and acces drantor deny a license application under sub. (2) within 40 days
soriesrelated to the mobile bulkontainer “Bulk milk tanker” ~ after the department receives a complete application.
doesnotinclude a mobile bulk container which is used by a milk (b) The department shall not issue or rendigense until the
producersolely to transport that produ¢gown milk. applicant has paid all fees and surgear set forth in a statement
(2) “Bulk tank” means germanenbr semi-permanent tank from the department, that are due and payable by the applicant
or container used to receive, cool or store lplkntities of milk undersubs. (4) to (6). The department shall refund a fee paid

ona dairy farm. “Bulk tank” does not include milk cans. underprotest if, upon revieythe departmerdetermines that the
(3) “Dairy farm” means any place where one or more cow§€ S not due and payable.
sheepor goats are kept for the production of milk. (4) Licenseree. An applicant fora bulk milk tanker license

(4) “Dairy plant’ means any place where a dairy prodsct Shallpay an annual license fee of $30. .
manufacturear processed for sale or distribution as human food, (5) REINSPECTIONFEE. If the department reinspeetbulk milk

andincludes a receiving station or transfer station. tankerbecause the department finds a violation of chSedts.,
(5) “Milk” means the lacteal secretion of cows, sheep or go&sthis chapterthe department shall clyer the bulk milk tanker
andincludes skim milk and cream. operatora reinspection fee of $30. The reinspection fee is payable

hen the reinspectioris completed, and is due upon written

emandfrom the department. The department may issue a
demandor payment when issues a license renewal application
to the bulk milk tanker operatoor at anyother time after the fee
'Becomesfective.

(6) “Milk hauler” means any person who collects milk at
dairy farm.

(7) “Milk producer” means any person who ownsperates
adairy farm, and sells or distributes milk produced on that far

(B) “Pracessingplant” means a dairy plant engageginsteur (6) SURCHARGE FOR OPERATING WITHOUT A LICENSE. (&) An

12Ing, p“rocesisllng or marlufacturlng m'!lf or dglry prqducts. applicantfor a bulk milk tanker license shall pay a license fee sur
(9) "Receivingstation” means a facility whids designed for chage of $100 if the department determines that, within 365 days

thereceipt and bulk storage of milk, and which is used to receiygor to submitting the license application, the applicant operated

or store milk in bulk. “Receiving station” does not include & pra, ),k milk tanker without a license or grade A permit in violation
cessingplant or a facility used to distribute pasteurized milk iR o . (1) or (7).

bottledor packaged form to consumers.
(10) “Transfer station” means a facility designed and usefia)
solelyto transfemilk from one bulk milk tanker to another with
outintervening storage.
History: Cr. RegisterNovember1994, No. 467, &f12-1-94.

(b) In additionto paying the license fee surcharunder par
,an applicantvho violated sub. (1) or (7) shall pay all fees, set
forth in astatement from the department, that are due and payable
for the license year in which the applicant violated sub. ({§)or

(c) Payment of the license fee sur@eand past fees under
ATCP 82.02 Bulk milk tanker; license; grade A per - pars. (a) and (bJoes not relieve the applicant of any other civil

mit. (1) LICENSEREQUIRED. (a) Except as provided under_paror criminal ||ab|||ty Wthh reSU'_tS from a ViOlati.OH Of sub. (l) or
(b), no person may operate a bulk milk tanker in this state withdifd, but does not constitute evidence of any violation of law

avalid license issued by the department for thdk milk tanker (7) GRrRADE A PERMIT. (a) Except as provided under p@),

A license expires on April 30 annually aizdnot transferable no person may operate a bulk milk tanker to transport milk or milk

betweenpersons or bulk milk tankers. productsfor sale otuse as grade A milk or grade A fluid milk prod
Note: Sees. 97.21, Stats. uctsunless thaperson holds a valid grade A permit issued annu

(b) Paragraph (a) does not apply to a person who operatesly by the department for that bulk milk tankér grade A permit
bulk milk tanker solely as an employee of a peratio holds a is not transferable between persons or bulk milk tankers. A grade
licenseunder par(a) for that bulk milk tanker A permit may be issued in the form of an endorsement on a bulk

(2) LicenseappLicATION. An application fora license under milk tanker license under sub. (1).
sub.(1) shall be made on a form provided by the department and(b) An application for a grade A permit under.faj shall be
shallbe accompanied by all fees and surgbarthat are due and madeon a form provided by the department, and may be included
payableunder subs. (4) to (6)The application shall include all of with a license application under sub. (2). The department shall
the following: grantor deny a grade A permit application within 40 days after the

(a) The applicant’ name, address and telephone number departmenteceives a complete application.
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(c) Paragraph (a) does not apply to a person who operateEransportationTanks for Bulk Delivery and/or Farm Pick-Up
bulk milk tanker solely as an employee of a peradio holds a Service,”No. 05-14(November 1, 1989), published jointly by the

gradeA permit under para) for that bulk milk tanker InternationalAssociation of Milk, Food and Environmental Sani
History: Cr. RegisterNovember1994, No. 467, &f12-1-94. tarians,Inc. and the Food and Drug Administration, Public Health
Service,United States Department of Health and Human Ser
ATCP 82.04 Bulk milk weigher and sampler; vices.

license. (1) LICENSEREQUIRED. Except as provided under sub. Note: Copies of the “3-A Standards” are on file witle department, the secretary

(2), no person may do either of the following unless that perseftate and the revisor of statutes. Copies may be purchased from the International
H H : H ; ssociationof Milk, Food and Environmental Sanitarians, 6200 AurovariAie,

holdsa valid bulk milk weigher angampler license issued by thefguitezoo W, Des Moines, 1A 50322.

departmentinder s. 98.146, Stats., and this section:

. . . (2) MaINTENANCE. Bulk milk tankers, including equipment
(@) Weigh or measure milk, for payment purposes, at a daifyq accessories, shall be kept clean and in good repair

farm before that milk is transported in bqlk toa o!airy plant. History: Cr. RegisterNovember 1994, No. 467, &f12-1-94.
(b) Collect test samples of milk at a dairy farm if the test results
may affect the amount paid to the milk producer ATCP 82.08 Bulk milk tankers; daily  cleaning.

(2) BUTTERMAKER OR CHEESEMAKER;EXEMPTION. Subsection (1) ReQUIREMENT. A bulk milk tanker shall be thoroughly
(1) does not applyo a person who holds a valid buttermaker agleanedimmediately after each dayise, and shall be sanitized
cheesemakelicense issued by the department under s. 97.1gfior to the next dag use or immediately after cleaning. No-per
Stats. sonmay collect or transport milk, fluid milk products, whey or

(3) LicenseexPIRATION. (a) Except as provided in péip), a wheycream in a bulk milk tanker unless the bulk milk tanker has
bulk milk weigher andsampler license expires on the second Sepeencleaned and sanitized under this section, and betrg a
tember30 following thedate on which the department issues aindersub. (4) showing that it has been cleaned and sanitized.

renewsthe license. (2) CLEANING FACILITY. A bulk milk tanker shall be cleaned
(b) If the departmerissues or renews a license before Septerandsanitized in a fully enclosed heated facilifyhe facility shall

ber30 of any year in response to an applicafilenl after August havean impervious drainefibor, and shall be equipped with ade

15 of that yearthe license expires dhe third September 30 fol quatehot and cold water under pressure, a wash vat, pressure sani

lowing the date on which the department issues or refle&s tizing facilities and equipment storage racks. Bulk milk tankers

license. may be cleaned and sanitized in ts@me room where milk is
(4) License AppLICATION. An application for a bulk milk receivedfrom those bulk milk tankers.

weigherand sampler license shatt made on a form provided by (3) ceaning AnD sanTizING PROCEDURE. All product con

the department, and shall be accompanied by all fees that are gygs rfaces on a bulk milk tankéncluding all product contact

andpayable under sub. (5). ‘The application shall include alkinfat,, 5 ceqf equipment and accessories used on the tasthait be

mationreasonably required by the department for licensing Pyf,oroughly cleaned and sanitized. Sanitizing procedures shall

poses. . comply with s. ATCP 80.18. Externadurfaces of a bulk milk
(5) LICENSE AND REINSPECTIONFEES. (@) License fee. An  tankershall also be thoroughly cleaned.

applicantfor a bulk milk weigher and sampler licerstell pay a (4) CLEANING Tac. When a bulk milk tanker has been thor

b|enn|aII|_cense_fee of $40. ) _oughlycleaned and sanitized, the dairy plant operator shall attach
(b) Reinspection fee. If the department reinspects a bulk milkg the' tanker a tag showing the date on which the tawesr

weigherand samplebecause the department finds a violation Qfjganedand sanitized, theame and location of the facility where

ch. 97, Stats., or this chapiéne department shall clgerthe bulk ¢ tanKer was cleaned and sanitized, and the signature or initials

milk weigher and sampler a reinspection fee of $40.r8SPEE ¢ ha nerson who cleaned and sanitized the tarKee tag shall

tion fee is payable when the reinspection is completed, aleis o 5415 hed to the outlet valwee inside the pump cabinet of the

uponwritten demand from the department. The department : o
issuea demand for payment when it issues a license rene lz:r?gd;r?gsfggitiszheﬂl not be removed until the tankeagain

applicationto the bulk milk weigher and sampler .
() Acrion o ueense semcaron, The deparment shal () DA AT REcore A den pant oheraenal oo 8
grantor deny a license application under sub. (4) within 60 da?n%g operation performed by the dairy plant operatoa éalk milk

after the department receives a complete application. : . X .
P P PP .. tanker. The record shall include all ¢fie information required
(7) INITIAL LICENSEEXAMINATION. Before the department ini undersub. (4)

tially licenses any person as a boiik weigher and samplethat Flistory: Cr. RegisterNovember 1994, No. 467, 6f12-1-94.
personshall demonstrate his or her competency by doing both o

thefollowmg: . L. . ATCP 82.10 Collecting milk from dairy farms.
(at) Passing a written examination administered by the depa(rlt) COLLECTION FREQUENCY. (a) If milk from a grade or grade
ment.

) i o . B dairy farm violates an applicable standard undeT&R\60.15
(b) Successfully completing a field examination administeresh any single testilk from that farm shall be collected at least
by the department. onceevery 2 days until a subsequent test shows that the milk from
(8) LicensereNEwAL. A person applying to renew a bulk milkthat dairy farm no longer violates that standard. This paragraph
weigherandsampler license may be required to pass a writteloesnot require a milk hauler to collect milk if collection would
examinationor field examination administered by the departiolate ch. ATCP 60.

mﬁ!’;&)r . Cr. RegisterNovember1994, No. 467, éf12-1-94; CR 01-028: and (b) A dairy plant operator receiving milk from a dairy farm
recr_l(g) ﬁegi'ster%e,iemge, 20%1 No. 546, Hi-1-01. ' ) shallimmediately notify the milk hauler and milk produedrer:

evermilk from that dairy farm must be collected more frequently
ATCP 82.06 Bulk milk tankers; construction ~ and N order to comply with par@). No dairy plant operator may
maintenance. (1) SANITARY consTRucTIoN. Bulk milk tank ~ receivemilk collected in violation of para).
ers, including equipment and accessories, shall be of sanitary(2) SUPPLIESREQUIREDFORMILK COLLECTION AND SAMPLING.
designand construction, and shall comply with “3—-A SanitanA milk hauler who collects milk in bulk from a dairy farm shall
Standarddor Stainless Steélutomotive Milk and Milk Products havethe following supplies available on the bulk milk tanker:
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(a) An adequatsupply of sample containers to collect sampldsauler shall keep a written record comparing teenperatures
unders. ATCP 82.12. The sample containers shall comply wittecordedby the milk hauleés thermometer with those recorded by
S.ATCP 82.12 (4). the bulk tank thermometerThewritten record shall be kept in the

(b) A sample dipper to collect samples undergCR82.12. dairy farm milkhouse for at least one year
The sample dipper shall be kept in a sample dipper well designed(c) Before a milk hauler uses the milk hatdedial or digital
for that purpose. thermometeto measure the temperature of milk in a dairy farm

(c) A sanitizing solution of 100 ppm chlorine or its equivalenbulk tank, the hauler shall sanitize the stem of the thermometer in
Themilk hauler shall carry a sanitizing solution test kit to test a solution of 100 ppm chlorine or its equivalent.
strengthof the sanitizing solution. (d) A milk hauler shall immediately notify the milk producer

(d) Aninsulatectarrying case with a rack to hold samples cokndthe dairy plant operator if the milk hauler finds that a dairy
lectedunder s. ACP 82.12. The carrying case shall comply witifiarm bulk tank is not cooling properlyr that the bulk tank ther
s.ATCP 82.12 (6) (a). mometeris not recording temperatures accurately

(e) A dial or digital thermometeaccurate to plus or minus 2° (7) CONNECTINGMILK HOSE. Beforea milk hauler connects a
F., that can be used to check the accuracy of farm bulk tank thieulk milk tanker hose to a dairy farm bulk tank, the milk hauler
mometersunder sub. (6) (b). shall examine the fittings of the bulk milk tanker hose and the

(f) A marking device tadentify samples collected under s.dairy farm bulk tank outlet tensure that both are clean. Before

ATCP 82.12. Samples shall be identified according toTCR ~ connectingthe hose, the milk haulenay clean and sanitize the
82.12(5). bulk tank outlet. The milk hauler shall attach the milk hogé¢o

(g) A watch or other timing device. bulk tank outlet in a manner that does not contaminate the hose or

s hosecap. The hose shall be connected through the hose port in the
h) An adequate supply of forms and a writiteyice to pre ; ;
par(er)nilk collegtion recgpd)é under sub. (10). P milkhouse,and not through the milkhouse door

: : _ : (8) MEASURING MILK IN THE BULK TANK. (@) Before milk is
(i) An adequate supply of snngle_ service paper towels. transferredrom a dairy farm bulk tank to a bulk milk tankéne
(3) MiLk HAULER saNITATION. A milk hauler shall wear clean

. k ) ) ' milk hauler shall accurately measure the amount of mitkén
light colored clothes and anfe€tive hair restraint when measur bulk tank. The milk hauler shall measure the milk using a clean

ing, sampling or collecting milk at a dairy farm. A milk hauler, f ; ; P ;
shall maintain a high degree of persomgganliness, and shall gaugerod orother measuring device that is specifically designed

b d hvaieni 4 duri I K oD and calibratedto measure milk in the bulk tank. Immediately
observegood hygienic practices during all working perio beforeusing the gauge rod or measuring device, the milk hauler
milk hauler who has a disclggmg or infected wound, sore or

lesi hi her hand d I shallrinse the gauge rod or device with warm potable watet
esionon NIs or her hands or EXposed amay measure, Sampi€ yine it dry with a clean single-service disposable towel.
or collect milk at a dairy farm.

(4) EXAMINING MILK BY SIGHTAND SMELL. (a) Before any per (b) A milk hauler shall not measure the amountrilk in a

4 . - airy farm bulk tank until the milks motionless. If the milk is
sonreceives ocollects milk from a dairy farm, that person shalfq; 02 gitated, the milk hauler shall turrf tie agitator and wait
examinethe milk by sight and smell, and shall reject all nifiét 50 il 10 become completely motionless before measuring
hasan objectionable odathat is abnormal in appearance and COlpe milk
sistency,or that is visibly adulterated. '

(b) A milk hauler who rejects milk under p&a) may notol
lectthat milk,or commingle it with milk from any other producer
If a producer disputes a milk hauterejection of milk, the milk

(c) After measuring the milk with a gauge rod or other device,
the milk hauler shall use thateasurement to calculate the weight
or volume of milk in the bulk tank using the bulk tank manufactur
haulershall contact the operator of tHairy plant to which the er's conversion chartThe milk hauler shall record that weight or

milk would ordinarily be delivered, and the dairy plant operate)/rOlumeon a written collection record und_er_sub. (10).

shallexaminethe rejected milk to determine whether it was prop  (9) MILk SAMPLEFORTESTING. Before milk is transferred from

erly rejected. a dairy farm bulk tank to a bulk milk tankea milk haulershall
(5) HAND wasHING. (a) A milk haulesshall wash and dry his collecta representative sample of that milk from the bulk fank

or her hands before performing any of the following operationsggf&ipcgb 'ggelr;illhaulershall collect the test sample according to
adairy farm: ) e

1. Using themilk haulets thermometer to measure the tem, glo) '\.fk'LKhF:OLLEﬂ'ON RE%OBD'fWhe?ﬁver“ab”;”k hhatfller C{k’l
peratureof milk in a dairy farm bulk tank. ectsa milk stipment rom a daify 'arm, e miauer snat maxe

5 M . lina the milk in the bulk tank a written collection record for that shipment. One copy of the
- Vieasuring or sampling the milk in the bulk tank. collectionrecord shall be posted ihe dairy farm milkhouse, and
3. Connecting the bulk milk tanker hose to the dairy farm buli, jgentical copy shall be provided to tidairy plant operator
tank. whenthe milk is delivered to a dairy plant. The collection record
(b) If the milk hauler connects the butkilk tanker hose to the shallbesigned or initialed by the milk hauler and shall include all
dairy farm bulk tank beforgerforming any other operation listedof the following:
underpatr (a), the milk hauler shall wash adg his or her hands (@) The milk produces identification number

after connecting theose and before performing that other opera (b) The milk haules bulk milk weigher and sampler license
tion. number and license expiration date.

(6) MiLk TEMPERATURE. () Before a milk hauler colleatsilk . ;
ata dairy farm, the milk hauler shall record the temperature of t e(c) The date and time when theilk was sampled and col

milk to be collected, as shown on the dairy farm bulk tank théFcted: _ _

mometer. If the milk is collected more thahhours after the last ~ (d) The temperature of threilk when collected, as determined

milking, the milk hauler shall reject thmilk if the milk tempera by the milk hauler under sub. (6).

tureexceeds 45°.F7° C.). If milk from 2 or more milkings is eol (e) The weight or volume of milk collecteds determined by

lectedwithin 2 hours of the lagmilking, the milk hauler shall themilk hauler under sub. (8).

rejectthe milk if the milk temperature exceeds 50¢10° C.). (11) Loaping MiLK. (a) After a milk hauler has sampled milk
(b) At least once each month, and more often if necessanfrom a dairy farm bulk tank under sub. (9) and preparedna

milk hauler shall check the accuracy of each dairy farm bulk taplete collection record under sub. (10), the hauler may transfer

thermometeiby measuring the temperature of milk in the bulknilk from thatbulk tank to the bulk milk tankerA milk hauler

tankwith the milk hauleis dial or digital thermometeiThe milk may not collect milk from any container on a dairy farother
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thanfrom a bulk tank. A milk hauler may nobllect any milk (c) Lamye enough to hold milk for initial and repeat testing
from a bulk tank unless the hauler collects all ofrtfikk from that unders. AFCP 80.26and lage enough to permit thorough mixing
bulk tank before any more milk is added to the tank. of sample contents before testing.

(b) After a milk hauler has collected allthie milk from a bulk (d) Labeled with the all of the information required under sub.
tank,the milk hauler shall disconnect the milk hose from the bu(®). or designed sthat the milk hauler can easily mark that irfor
tank, cap the hose, and return these to its cabinet in the bulk mationon the sample container
milk tanker The milk hauler shall inspect the bulk tank for abnor (e) Clean, commercially sterile and dry at the time of use.
mal sediments, and shall report any abnormal sedimertt®eto  (f) properly protected from contamination.

dairy plant operator _ _ (5) SAMPLE IDENTIFICATION. Immediately before a milk hauler
~ (c) After the milk hauler has disconnected the milk hose aggdllectsa milk sample under sub. (1), but before the milk hauler
inspectedhe empty bulk tank for abnormal sediments, the milkpensthe sample containethe milk hauler shall clearly and
haulershall rinse the bulkank and milkhouse floor with cold or indelibly label the sample container with all of the following
lukewarmwater unless the bulk tankdslf-cleaning and includes informationunless that information is already labeled onstma
apre-rinse cycle as part of the self-cleaning process. ple container:

History: Cr. RegisterNovember1994, No. 467, £f12-1-94. (@) A producer identification numheassigned by the dairy

plantoperatorthat uniquely identifies the milk producer

(b) The date when the sample was collected.

(6) CARE AND DELIVERY OF MILK SAMPLES. (a) Immediately
fteramilk hauler collects a milk sample under sub. (1), the milk
aulershallplace the sample container in a clean refrigerated car
ying case in which the milk hauler shall keep the sample at-a tem
peratureof 32 to 40° F(0 to 4° C.).The carrying case shall be
A milk | lected dairy f bulk tank b constructedf rigid metal or plastic, shatie efectively insulated

milk Samplée collectetrom a dairy farm bulk tank may Not B, qyefrigerated to keep samples at the required temperature, and
commingledwith a sample collected from any other bulk tank. g4 have racks designed to hold samples in a proper upright posi

(2) SAaMPLING PROCEDUREMILK HAULERS. A milk hauler shall tion. If sample containers are packed in ice or cold water to keep
comply with the following procedures when collecting a milkhe samples refrigerated, the ice or water shall cavanore than
sampleunder sub. (1): 2/3 of each sample container

(a) The milkhauler shall collect the sample from the dairy farm (b) A milk hauler who collects a milk sample [under] s(if).
bulk tank after thdulk tank contents have been thoroughly mixeshall promptly deliver the sample to the dairy plant that receives
to ensure that the sample is representative. If the bulk tank-capghe milk from the produceior to a certified testing laboratory des
ity is less than 1500 gallons, milk in thelk tank shall be agitated ignatedby the dairy plant operator
in the milk haule’s presence for at least 5 minutes before a sampléistory: Cr. RegisterNovember1994, No. 467, &f12-1-94.
is taken. If the bulk tank capacity is 1500 gallons or more, milk
in the bulk tank shall be agitated in the milk hadlgrresencéor ATCP 82.14 Delivering milk to dairy plant. (1) Except
atleast 10 minutes before a sample is taken. in the event of a tréit accident, vehicle breakdown or similar

(b) The milk hauler shall collect the sample using a sampte dfgmergencyno milk from a bulk milk tanker may benloaded

per that is of sanitary design and construction, and tokgasand 7o & bulk milk tanker or transferred to anotbetk milk tanker
in good repair The dipper shall beleanedsanitized in a 100 ppm atany place other than a dairy plant licensed under s. 97.20, Stats.,

chlorine solution or equivalent sanitizing solution, and theFfnd s. ACP80.02, or a dairy plant licensed under equivalent laws

. e ; . of another statelf milk is unloaded or transferred at any location
%2{’:22%%?3 twice in the bulk tank milk befdtés used to cel 0 han 4 licensed dairy plant, the person having custody of the

_ . _milk shall notify the department of that unloading or transfer
(c) After dipping the milk sample from the bulk tank, the millyeforethat milk is processed or shipped to any other location.
haulershall pour thesample into a sample container under sub. 5y i shall be unloaded or transferred from a bulk milk
(4), and shall securely close the containhe container shall be 51 arin a manner that avoids contamination of milk or milk-con
labeledwith the information required under sub. (5). When pougy.s races. Air entering a bulk mitenker when the tanker is
ing the sample into its containéne milkhauler shall take care not, n5adedshall be filtered to prevent contamination of milk and
to contaminate the sample or spill milk back into the open bulKiik contact surfaces.
;asnek'tizgﬁ milk hauler shall handle the sample container and Cap(3) Milk shall beunloaded in a receiving facility that complies
pticaly. with s. ATCP 80.20 (5).

_(d) Aiter collecting a milk sample, the milk hauler shallimme 4y Ager each day use, a bulknilk tanker shall be cleaned
diatelyrinse the sample dipper with clean potable water andsanitized as provided under S@P 82.08.

(3) TEMPERATURECONTROL SAMPLE. A milk hauler shall cal History: Cr. RegisterNovember1994, No. 467, &f12-1-94.
lect 2 milk samples under sufil) at the first dairy farm where
milk is collected foeach bulk milk tanker load. The milk hauler ATCP 82.16 False samples or records.  No person may

shallmark one of those samples as the temperature ceatrlle  do any of the following, or conspire with another person to do any
for all samples pertaining to that load. The sample container fsirthe following:

thetemperature control sample sha#l marked with the produc (1) Falsely identify any milk sample.

er’s identification numbethe milk haul€'s initials, the date and ; . . .
time when the sample was collected, and the temperature of BIE) %;tc?rg?g’;ﬁgg?aeb%rrgggpulated milk sample to a dairy plant

milk in the farm bulk tank fromwvhich the sample was collected. . . .
1) Sa A | tai dt " (3) Submit,to a dairy plant operator or testing laboratary
a nsill)( sarh:lpll_g Egg;ﬁ'gﬁﬁs'(l) iﬁg}r’bi (;cl)lno?ltmeer fl(J)T]?)Wir? 90 eChmilk sample collected in violation of this chapter
P ) g (4) Misrepresenthe amount of milk collected from a dairy

(@) Mad.e of non-toxic, transparent materials. farm, or falsify any record or report required under this chapter
(b) Designed so that it can be securely closed. History: Cr. RegisterNovember1994, No. 467, &12-1-94.

ATCP 82.12 Milk samples for testing. (1) SamPLE
REQUIRED. A milk hauler shall collect a sample of a prodicer
milk before that milk is commingled with milk from any otlpeo-
ducer. The milk hauler shall collect a sample of milk from eac
dairy farmbulk tank before that milk is transferred to a bulk mil
tanker,unless the department authorieggiivalent sampling dur
ing transfer by means of an automated in—line samplagce.
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